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ORDERING INFORMATION

AMSOIL TOLL-FREE ORDERING LINE 1-800-777-7094

order online @ www.amsoil.com

Ordering Information

Ordering Instructions
Place orders for AMSOIL products by calling the orders-only 800-number (800-
777-7094), by fax (715-392-5225) or online (www.amsoil.com).

Phone: (800) 777-7094

Open Monday - Friday, 7 a.m. to 5 p.m. Central Time
When calling in your order, tell the AMSOIL Telephone Ordering Operator wheth-
er you will pick up your order or have it shipped to you.

Fax: (715) 392-5225
Faxes accepted 24 hours a day, 7 days a week

Online Store: www.amsoil.com

Login to your appropriate Account Zone by entering your account number and
password. If you have not set up a password, click on the “New Registration”
link, enter your account number and click “Submit” and a link will be emailed to
you that allows you to set a password. Once inside your Account Zone, you can
choose to use the Orders link, which takes you to the EZ Online Order Forms, or
you can click the Online Store link to browse through AMSOIL products.

Choosing Your AMSOIL Products

AMSOIL Product Lookup By Code

IAMSOIL Online Application Guides

[The AMSOIL Online Product Application Guides are the fastest way to determine
Wwhich AMSOIL lubricants, filters and accessories apply to your automotive,
heavy-duty or powersports equipment. Just click the link to the appropriate
application guide on the right-hand side of the AMSOIL home page and enter
the information for your application in the fields provided.

IAMSOIL Technical Services

[The AMSOIL Technical Services Department is available to assist in the se-
ection and application of AMSOIL products. To assist the processing of your
nquiry, please have your specific application information ready to relay to the
Technical Services staff, and be prepared to answer questions regarding your
application needs. Call AMSOIL Technical Services at (715) 399-TECH and fol-
ow the prompts.

Alaska Freight Surcharge

For purchases made from the AMSOIL Distribution Center in Alaska, add 7.5%
to the total cost for extra freight expenses from the contiguous U.S. to Alaska.
Alaskan orders for Superior-only items are charged actual freight.

Hawaii Ordering Information

Call (800) 777-7094. Hawaiian orders are shipped from the AMSOIL Distribution
Center in Portland, Ore. freight collect by the best possible method. Hawaiian
orders for Superior-only items are charged actual freight.
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AMSOIL TOLL-FREE ORDERING LINE 1-800-777-7094

Worldwide Perfor-
mance Specifications:
e APl SM/CF, SL. . .
o ILSAC GF-4,3...

order online @ www.amsoil.com

ignature Series OW-30 100% Synthetic Motor Oil ®
AMSOIL Signature Series 0OW-30 Synthetic Motor Oil is the industry benchmark in lubrication technology.gy

Engineered with the world’s finest synthetic base oils and high-performance additives, AMSOIL Slgnaturez
Series OW-30 is designed for those who demand the best in motor oil performance. The exclusive extended-2
drain formulation delivers superior engine protection and maximum fuel economy. AMSOIL Signature Seriesg
O0W-30 is a premium-grade synthetic motor oil that exceeds the requirements of modern, high-performance®
engines and older engines. It replaces other 0W-30, 5W-30 and 10W-30 motor oils and outperforms competi-

tive conventional and synthetic motor oils. m
Stock  Unit of Wi. Wholesale Cost Min. Sugg. =
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea. g
Signature Series OW-30 100% Synthetic Motor Oil =
SS0QT -EA 1 Quart 2.1 8.10 - 1050 §
SS0QT -CA 12 Quarts 25.2 92.25 7.69 12455 =
SS01G -EA 1 Gallon 7.9 31.90 - 41.40 g
SS01G -CA 4 Gallons 31.7 121.40 30.35 163.90 o
SS030 -EA 30-Gallon Drum* 242.0 843.00 -- 1,05375 =
S$S055 -EA 55-Gallon Drum* 437.0 1,496.00 - 1,84010 °

Worldwide Perfor-
mance Specifications:
o API SM/CF, SL . . .
e ILSAC GF-4,3...
o ACEA A5/B5

100% Synthetic Motor Oils
Engineered to outperform all conventional gasoline engine motor oils. Reduce heat, friction and wear for
maximum power, performance and fuel efficiency. Clean engine formula. Resist high-temperature breakdown
that forms sludge and varnish. Last longer and offer better protection. Ideal for hot and cold climates. Rec-
ommended for all gasoline engines.

Stock  Unit of Wt. Wholesale Cost Min. Sugg.
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
SAE 0W-20 100% Synthetic Motor Oil N
ASMQT -EA 1 Quart 2.0 7.00 -- 910 o
ASMQT -CA 12 Quarts 24.5 79.95 6.66 107.95 Q
ASM1G -EA 1 Gallon 7.6 27.60 - 3585 &
ASM1G -CA 4 Gallons 31.6 105.00 26.25 14175 &
ASM30 -EA 30-Gallon Drum* 239.0 720.00 - 900.00 é
ASM55 -EA 55-Gallon Drum* 431.0 1,270.50 -- 1,562.75 o
SAE 5W-30 100% Synthetic Motor Oil =
ASLQT -EA 1 Quart 2.0 6.75 -- 875 =4
ASLQT -CA 12 Quarts 24.5 76.65 6.39 10350 &
ASL1G -EA 1 Gallon 7.6 26.45 -- 34.40 =
ASL1G -CA 4 Gallons 31.6 100.60 25.15 135.85 )
ASL30 -EA 30-Gallon Drum* 239.0 687.00 - 858.75 3
ASL55 _EA 55-Gallon Drum* 431.0 1.210.00 - 1.488.30
AS| 27 -EA 275-Gallon Tote* 2125.0 6,022.50 -- 740770 R
SAE 10W-30 100% Synthetic Motor Oil )
ATMQT -EA 1 Quart 2.1 6.70 -- 8.70 ,',',
ATMQT -CA 12 Quarts 24.7 76.05 6.34 102.70
ATM1G -EA 1 Gallon 7.9 26.20 -- 34,10
ATM1G -CA 4 Gallons 317 99.80 24.95 134,75
ATMTP -EA (1) 2.5-Gal. Bottle 195 64.45 -- 82.65
ATMTP. -CA (2) 2.5-Gal, Botiles 39.0 122.75 61.38 163.30
ATM30 -EA 30-Gallon Drum* 239.0 681.00 -\ 851.25
ATM55 -EA 55-Gallon Drum* 432.0 1,199.00 -- 1.474.80
ATM27 -EA 275-Gallon Tote* 2102.0 5,967.50 -- 7,340.05

Worldwide Perfor-
mance Specifications: | AMSOIL Extended Life Synthetic Motor Oils deliver exceptional protection for 7,500-mile/6-month oil change
* API SM/CF, SL. .. intervals, or longer where indicated by vehicle manufacturer or electronic oil life monitoring system. They
* ILSAC GF-4,3 ... provide peace of mind for owners of modern vehicles where drain intervals exceed conventional oil recom-
* ACEA A1/B/1 mendations of 3,000 miles.
Stock  Unit of Wt. Wholesale Cost Min. Sugg.
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
SAE 5W-20 XL Synthetic Motor Oil bl
XLMQT -EA 1 Quart 0 5.20 .- 680 =
XLMQT -CA 12 Quarts 24.5 59.25 494 80.00 =
XLM1G -EA 1 Gallon 7.8 20.35 - 2655 ©
XLM1G -CA 4 Gallons 31.3 77.40 19.35 10450 =
XLM30 -EA 30-Gallon Drum* 2411 513.00 - 641.25 "f
XLM55 -EA 55-Gallon Drum* 4326 891.00 -.- 1.09595
XLM27 -EA 275-Gallon Tote* 2062.0 4,427.50 -- 5,445.85 I‘=’
SAE 5W-30 XL Synthetic Motor Oil (7]
XLEQT -EA 1 Quart 2.0 5.20 -- 6.80
XLEQT -CA 12 Quarts 24.4 59.25 4,94 80.00
XLF1G -EA 1 Gallon 7.8 20,35 -- 26.55
XLF1G -CA 4 Gallons 31.4 77.40 19.35 104.50
XLE30 -EA 30-Gallon Drum* 241.1 513.00 -- 641.25
XLES5 -EA 55-Gallon Drum* 4321 891.00 -- 1,095.95
XLF27 -EA 275-Gallon Tote* 2080.0 4,427.50 -- 5.445.85
*Not stocked in all distribution centers. Call for availability. 3 **Product cannot be shipped air freight or parcel post.



AMSOIL TOLL-FREE ORDERING LINE 1-800-777-7094

XL MOTOR OILS

PREMIUM PROTECTION MOTOR OILS

DOMINATOR RACING OILS

SAE 60 RACING OIL

*Not stocked in all distribution centers. Call for availability. 4

2
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o

Worldwide Perfor-
mance Specifications:
* API SL/CF, CI-4+
* JASO MA
* ISO-L-EMA
* Motorcycle Compatible

Performance
Specifications:

SAE 10W-30 XL Synthetic Motor Oil

order online @ www.amsoil.com

XLTQT -EA 1 Quart 2.1 5.20 -0 6.80
XLTQT -CA 12 Quarts 24.6 59.25 4,94 80.00
XLT1G -EA 1 Gallon 7.8 20.35 -0 26.55
XLT1G -CA 4 Gallons 31.4 77.40 19.35 104.50
XLT30 -EA 30-Gallon Drum* 2411 513.00 - 641.25
XLT55 -EA 55-Gallon Drum* 432.4 891.00 - 1,095.95
XLT27 -EA 275-Gallon Tote* 2088.0 4.427.50 -- 5.445.85
SAE 10W-40 XL Synthetic Motor Oil
XL0QT -EA 1 Quart 2.0 5.30 -- 6.90
XL0QT -CA 12 Quarts 24.3 60.15 5.01 81.25
XL030 -EA 30-Gallon Drum* 239.0 522.00 - 652.50
n Drum* 429.0 907.50 -- 1,116.25
XL027 -EA 275 Gallon Tote* 2073.0 4510.00 -0 5.547.30

Synthetic Premium Protection Motor Oils

Formulated for use in gasoline engines and pre-2007 on-road diesel engines or all model-year off-road diesel
engines. Offer multi-functionality and excellent wear protection. Ideal for applications where the extra pro-
tection of a high-zinc formula is desired. Excellent for flat-tappet, high-performance, heavy-duty and high-

mileage applications.

Stock  Unit of Wt. Wholesale Cost Min. Sugg.
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
SAE 10W-40 Synthetic Premium Protection Motor Oil
AMOQT -EA 1 Quart 2.1 6.60 - 8.60
AMOQT -CA 12 Quarts 247 75.30 6.28 101.70
AMO1G -EA 1 Gallon 8.0 25.95 - 33.75
- ns 31.8 98.80 24.70 133.40
AMOQTP -EA (1) 2.5-Gal, Bottle 19,5 63.80 - 81.80
AMOTP -CA (2) 2.5-Gal, Bottles 39.0 121.50 60.75 161.60
AMQ30 -EA 30-Gallon Drum* 239.0 673.50 - 841,90
AMQ55 -EA 55-Gallon Drum* 432.0 1,185.25 - 1,457.90
SAE 20W-50 Synthetic Premium Protection Motor Oil
AROQT -EA 1 Quart 2.1 6.80 - 8.85
AROQT -CA 12 Quarts 25.1 77.55 6.46 104.70
ARO1G -EA 1 Gallon 8.1 26.75 - 34.80
ARO1G -CA 4 Gallons 32.4 101.80 25.45 137.45
ARQ16 -EA 16-Gallon Keg 132.9 396.00 - 506.90
ARO30 -EA 30-Gallon Drum* 246.0 696.00 - 870.00
ARQ55 -EA 55-Gallon Drum* 4430 1,226.50 - 1,508.60
ARO27 -EA 275-Gallon Tote* 2115.0 6.105.00 - 7.509.15

Dominator® Synthetic Racing Oils

Provide superior performance and maximum protection in high-performance and racing applications. For-
mulated to withstand the elevated RPM, high temperatures and shock-loading common to racing applica-
tions. Deliver superior performance and maximum protection in extreme conditions. Shear-stable formulation
engineered to provide maximum horsepower without sacrificing engine protection. Provide straight-grade

protection in a multi-grade formulation.

Stock  Unit of Wt. Wholesale Cost Min. Sugg.
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
Dominator SAE 5W-20 Synthetic Racing Oil

RD20QT _ -EA 1 Quart 2.0 8.25 - 10.70
RD20QT __ -CA 12 Quarts 24.0 94.05 7.84 127.00
RD2055  -EA 55-Gallon Drum* 431.0 1,529.00 - 1,880.70
Dominator SAE 10W-30 Synthetic Racmg Oil

RD30QT _ -EA 1 Quart 2.0 8.30 - 10.75
RD30QT __-CA 12 Quarts 24.0 94.65 7.89 127.80
RD3055  -FA 55-Gallon Drum* 433.0 1,540.00 - 1,894.20
Dominator SAE 15W-50 Synthetic Raclng Qil

BRD50QT _ -EA 1 Quart 2.1 8.60 - 11.20
RD50QT _ -CA 12 Quarts 25.2 98.25 8.19 132.65
RD501G _ -EA 1 Gallon 8.0 34,00 - 4410
RD501G _ -CA 4 Gallons 32.0 129.40 32.35 174.70
RD5055  -EA 55-Gallon Drum* 435.0 1,606.00 - 1,975.40
Super Heavy Weight SAE 60 Racing Oil

High-viscosity oil designed for high-horsepower racing engines, typically supercharged and alcohol-burning
or nitro-fueled and requiring a high-viscosity oil to resist the thinning effects of fuel dilution. Also ideal for

motorcycles where SAE 60 motor oil is required.

Stock  Unit of Wt. Wholesale Cost Min. Sugg.
A No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.

SAE 60 Synthetic Heavy Weight Racmg 0|I

AHRQT -EA 1 Quart 8.45 -0 11.00

AHRQT -CA 12 Quarts 25 0 96.45 8.04 130.25

AHRTP -EA (1) 2.5-Gal, Bottle 19.9 82.30 -\ 105.25

AHRTP -CA (2) 2.5-Gal, Botfles 39.7 156.75 78.38 208.50

**Product cannot be shipped air freight or parcel post.
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orldwide Performance Specifications:
* APl SM/CF

order online @ www.amsoil.com

Synthetic 5W-40 European Car Formula Motor Oil

Specially formulated for the lubrication needs of European gasoline and diesel cars and light

e MB 229.31, 229.51

* ACEA C3-04, A3/B3-04, A3/B4-04

trucks. Blended with a broad 5W-40 viscosity rating. Allows for the maximum extended draingy
intervals recommended while providing superior protection and performance. Recommended forg

e Porsche Volkswagen 505.01 applications including Passat, Beetle, Jetta, Touareg, Phaeton, GTI, Golf and®
- Volvo Audi A3, A4, A6, A8, S4/RS4, TT and Q7. g
VW 502.00, 505.00, 505.01 m
o MS-10725 ;
: Stock  Unit of Wt. Wholesale Cost Min. Sugg. S
- No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail,ea. O
( ' Synthetic 5W-40 European Car Formula Motor Oil 5'
BT AFLQT -EA 1 Quart 2.1 6.75 - 880 =
— AFLQT -CA 12 Quarts 253 76.95 6.41 103.90 &
# AFL5L -EA 1 Five-Liter Bottle 111 35.05 - 4530 =
= AFLSL -CA 2 Five-Liter Bottles 22.2 66.70 33.35 90.05 °
AFL30 -EA 30-Gallon Drum* 246.0 690.00 - 862.50
AFL55 -EA 55-Gallon Drum* 445.0 1,215.50 - 1,495.10
Performance Formula 4-Stroke® Power Sports Oil
Specifications: Specially formulated for four-stroke recreational motors, ATVs and snowmobiles. Reduces wear. Wet-clutch

* API SL/CF, SJ, SH, SG

compatible. Contains no friction modifiers. Broad viscosity range makes it excellent for use in both hot and

* JASO MA/MA2 cold weather conditions.

%}r Stock  Unit of wt. Wholesale Cost Min. Sugg.
Z . N Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
fos |  SAE OW-40 Formula 4-Stroke Synthetlc Power Sports Motor 0Oil
l{ <7 AFEQT -EA 1 Quart 2.0 - 9.60

oy AFEQT -CA 12 Quarts 24.4 84 15 7.01 113.65
AFE30 -EA 30-Gallon Drum* 242.0 762.00 - 952.50
AFE55 -EA 55-Gallon Drum* 434.0 1,347.50 - 1,657.45

Performance Specifications:
* API SL
» JASO MA/MA2
e NMMA - FC-W

10W-30 Certification #FB-30011B)
10W-40 Certification #FB-30010B)

ormula 4-Stroke® Marine Motor Oils

Formulated specifically for use in four-stroke gasoline-fueled engines used in marine applications. Offer
exceptional wear protection, viscosity stability, low volatility and excellent rust protection. NMMA FC-W
approved and “Warranty Certified.” Recommended for use in four-stroke outboard motors including Honda,
'Yamaha, Mercury, Suzuki, Johnson-Evinrude (BRP), Nissan and Tohatsu. Excellent for use in marine inboard

engines including Mercury (MerCruiser), OMC, Volvo-Penta, Crusader, Marine Power, GM, Ford and Chrysler.

Recommended for use with personal watercraft (PWC) including Sea Doo (BRP), Honda, Yamaha and
Polaris. Wet-clutch compatible.

Stock  Unit of Wt. Wholesale Cost Min. Sugg.
- : No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
[ ) ‘ y  10W-30 Formula 4-Stroke Synthetic Marlne Oil o
| 57— | - WCTQT -EA 1 Quart .20 - 935 B
WCTQT -CA 12 Quarts 24 5 82.05 6.84 11080 =
:"i WCT55 -EA 55-Gallon Drum* 432.5 1.309.00 - 1,610.10 E
=50 X 10W-40 Formula 4-Stroke Synthetic Marme Oil >
WCFQT -EA 1 Quart .75 - 10.05 &
WCEQT -CA 12 Quarts 24 6 88.05 7.34 11890 @
WCF55 -EA 55-Gallon Drum* 433.3 1.419.00 -.- 1,745.40 ;
Performance Formula 4-Stroke® Synthetic Small Engine Oil (=]
Specifications: A commercial-grade formulation designed for hot-temperature, severe-service operation of small englnes;
* API SL, SJ, SH, SG. . . where routine maintenance is often difficult or infrequent. Recommended for use wherever SAE 10W-30 or
.(Eglsgg'_'z)“ CD (Diesel) SAE 30 oil is specified in gasoline or diesel engines, transmissions, hydraulics and chaincases requiring the_
o JASO MA/MA2 listed specifications. Applications include maintenance equipment, tractors, lawn and garden equment o
o 1SO-L-EMA2 generators, compactors, pumps, light towers, welders, log splitters, power washers, cement mixers and
(Motorcycle trowels, skid-steers, excavators and compressors.
wet-clutch) Stock  Unit of Wi. Wholesale Cost Min. Sugg.
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
Formula 4-Stroke 10W-30/SAE 30 Synthetlc Small Engme Qil
ASEQT -EA 1 Quart 5.60 - 7.30
ASEQT -CA 12 Quarts 24 1 63.75 531 86.10
ASE30 -EA 30-Gallon Drum* 237.0 558.00 - 697.50
ASES5 -EA 55-Gallon Drum* 425.0 973.50 - 119745

*Not stocked in all distribution centers. Call for availability.

Performance Formula 4-Stroke® Synthetic Scooter Oil
Specifications: Formulated specifically to meet the special needs of today’s high-tech air- and water-cooled four-stroke mo-
* API SG, SL/CF torized scooters. Offers excellent wear protection and friction reduction for longer equipment life and cooler
° JASO MA/MA2 operating temperatures. Exceptional shear stability ensures consistent viscosity protection and provides

 1SO-L-EMA2 additional protection for transmissions and gear boxes. Friction-modifier-free formulation ensures wet-clutch
(Motorcycle compatibility and smooth clutch operation. A special anti-corrosion additive package provides long-term
wet-clutch) protection during periods of inactivity and storage.

Stock  Unit of Wi. Wholesale Cost Min. Sugg.
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
Formula 4-Stroke 10W-40 Synthetic Scooter Oil

AS0QT -EA 1 Quart 5.70 - 7.40
ASOQT -CA 12 Quarts 24 2 64.80 5.40 87.50

**Product cannot be shipped air freight or parcel post.
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Performance
Specifications:
* API SG, SL/CF, CG-4
e JASO MA/MA2
e 1SO-L-EMA2
e SAE 80
* API GL-1

Performance
Specifications:
 API SG, SL/CF, CG-4
e JASO MA/MA2
e ISO-L-EMA2

e SAE 80W-90
* APl GL-1 g

-
=
.

Performance
Specifications:
 API SG, SL/CF, CG-4
e JASO MA/MA2
e ISO-L-EMA2
e SAE 90
e API GL-1

ADVANCED SYNTHETIC MOTORCYCLE OILS

SUSPENSION FLUIDS

Performance
Specifications:
e API CC

NATURAL GAS ENGINE OIL

10W-30 Advanced Synthetic Motorcycle Oil

A premium oil designed for those who demand the absolute best lubrication for their motorcycles. Extensive
research created an oil that is specially formulated to excel in all areas unique to motorcycles, including high
engine RPM, wet-clutch lubrication, extreme-pressure regions of gears and rust common to short drives and
storage. Multi-functional and fulfills the requirements of both domestic and foreign motorcycles. Outperforms
other conventional and synthetic motorcycle oils. No friction modifiers. Wet-clutch compatible.

Stock  Unit of Wt. Wholesale Cost Min. Sugg.
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
10W-30 Advanced Synthetic Motorcycle Oil

MCTQT -EA 1 Quart 2.0 7.65 - 9.95
MCTQT -CA 12 Quarts 24,0 8715 7.26 117.70
MCT30 -EA 30-Gallon Drum* 242 1 792.00 - 990.00
MCT55 -EA 55-Gallon Drum* 433.0 1,402.50 -- 1,72510

10W-40 Advanced Synthetic Motorcycle Oil

For those who demand the best. Advanced multi-functional formula. Fulfills the requirements of both domes-
tic and foreign motorcycles. Recommended for high-performance liquid- or air-cooled four-stroke engines
and transmissions and both four- and two-stroke motorcycles. Wet-clutch compatible. Outstanding gear
protection. Anti-rust fortified. Recommended for Honda, Kawasaki, Yamaha, Suzuki, BMW, Husqvarna and
Victory motorcycles. Not recommended where an API GL-4 or GL-5 gear oil is required.

Stock  Unit of Wt. Wholesale Cost Min. Sugg.
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
10W-40 Advanced Synthetic Motorcycle Oil

MCEQT -EA 1 Quart 8.00 - 10.35
MCEQT -CA 12 Quarts 24 6 90.90 7.58 122.75
MCF1G -EA 1 Gallon 8.0 31.40 - 40,80
MCF1G -CA 4 Gallons 31.8 119.60 29.90 161.50
MCF30 -EA 30-Gallon Drum* 2421 829.50 - 1,036.90
MCFE55 -EA 55-Gallon Drum* 434.2 1,471.25 - 1,809.65

20W-50 Advanced Synthetic Motorcycle Oil

For those who demand the best. Multi-functional and fulfills the requirements of both domestic and foreign
motorcycles. Excellent performance in air-cooled motorcycle engines due to high heat resistance, anti-wear
additives and oxidation resistance. Recommended for engines, transmissions and the primary chaincase.
Absolutely shear stable and will not thin out from mechanical activity. Contains special anti-rust agents for
superior rust protection, and contains no friction modifiers for excellent wet-clutch performance. Recom-
mended for use in Harley-Davidson, Buell, KTM, Ducati, Aprilia, BMW and Triumph motorcycles. Not recom-
mended where an APl GL-4 or GL-5 gear oil is required.

Stock  Unit of Wt. Wholesale Cost Min. Sugg.
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
20W-50 Advanced Synthetic Motorcycle Oil

MCVQT -EA 1 Quart 2.1 8.25 -- 10.70
MCVQT -CA 12 Quarts 24.7 93.90 7.83 126.80
MCV1G -EA 1 Gallon 8.0 32.45 - 4215
MCV1G -CA 4 Gallons 31.9 123.60 30.90 166.90
MCV30 -EA 30-Gallon Drum* 2429 859.50 - 1,074.40
MCV55 -EA 55-Gallon Drum* 435.3 1,526.25 -\ 1,877.30

Shock Therapy Suspension Fluids

Control friction, heat, wear, foaming and scuffing in suspension components. High viscosity index and shear-
stability control shock fade and inconsistent dampening in temperature extremes.

Stock  Unit of Wt. Wholesale Cost Min. Sugg.
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
Shock Therapy Suspension Fluid #5 Light

STLQT -EA 1 Quart 1.9 8.20 - 10.60
STLQT -CA 12 Quarts 23.3 93.15 7.76 125.80
STL05 -EA 5-Gallon Pail 37.7 151.25 -0 201.20
Shock Therapy Suspension Fluid #10 Medium

STMQT -EA 1 Quart 2.1 8.05 -0 10.40
STMQT -CA 12 Quarts 24.6 91,50 7.63 123.55
STMO05 -EA 5-Gallon Pail 38.1 148.50 -0 197.55

SAE (20W)-40 Synthetic Natural Gas Engine Oil

Low ash (< 0.5%). Resists oxidation and acids. Lasts longer. Can be used to safely extend drain intervals
with oil analysis. Reduces oil consumption. Reduces valve recession. Flows well in cold temperatures. Low
volatility. Designed for stationary engine applications.

Stock  Unit of Wt. Wholesale Cost Min. Sugg.
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
SAE (20W)-40 Synthetic Natural Gas Engme Qil

ANGO5 -EA 5-Gallon Pail 134.25 -0 178.60
ANG55 -EA 55-Gallon Drum* 433 0 1,325.50 -- 1,630.40

*Not stocked in all distribution centers. Call for availability. 6 **Product cannot be shipped air freight or parcel post.
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Worldwide Performance
Specifications:

* APl CJ-4/CI-4+/CF

* APl SM, SL, SJ. ..

* ACEA E7, E9

e MACK EO-0 Premium Plus

e DDC Power Guard 93K218

* Caterpillar ECF-3, ECF-2

e Cummins 20081

* Volvo VDS-4

* MB 228.31

o MTU Type | & Il

» MAN 3275

e JASO DH-2

e Global DHD-1

* Renault RLD-3

Worldwide Performance
Specifications:

o API CI-4+/CF/CF-2, SL

* Global DHD-1

* ACEA A3/B3, E2, E3, E5

* JASO DH-1

» Mack EO-N+ ‘03

o Detroit Diesel 93K214

e Caterpillar ECF-1-a, ECF-2

e Cummins 20078, 20077,
20076

* Volvo VDS-3, VDS-2

e Diamler-Benz YYB
228.1, 228.3, 229.1

e MTU Type 2

e MAN 3275

Worldwide Performance
Specifications:

e API CI-4+/CF/CF-2, SL

e Global DHD-1

e ACEA A3/B3, E3, ES

* JASO DH-1

e Mack EO-N+ ‘03

e Detroit Diesel 93K214

o Caterpillar ECF-1-a, ECF-2

e Cummins 20078, 20077,
20076

* Volvo VDS-3, VDS-2

e Diamler-Benz YYB
228.1, 228.3, 229.1

o MTU Type 2

e MAN 3275

*Not stocked in all distribution centers. Call for availability.

order online @ www.amsoil.com

The premium choice for model-year 2007 and newer heavy-duty and pickup truck diesel engines requiring
API CJ-4 emission-quality oil standards. Offer extended drain intervals of up to 3X OEM recommendation.
Deliver extraordinary lubrication and maximum fuel efficiency in diesel engines found in commercial, fleet and
personal vehicles. Contain low sulfated ash, phosphorus and sulfur additives to meet modern specifications
for emission-quality diesel oil. Compatible with all exhaust treatment devices and designed to extend the
service life of particulate filters.

Stock  Unit of Wt. Wholesale Cost Min. Sugg.
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
Premium API CJ-4 Synthetic 5W-40 Dlesel Oil

DEOQT -E 1 Quart 1 6.70 - 8.70
DEOQT -CA 12 Quarts 24.6 76.05 6.34 102.70
DEO1G -EA 1 Gallon 8.0 26.20 - 3410
DEO1G -CA 4 Gallons 31.8 99.80 24,95 134,75
DEQTP -EA (1) 2.5-Gal. Bottle 19.5 64.45 - 82.65
DEQTP -CA (2) 2.5-Gal, Bottles 39.0 122.75 61.38 163.30
DEQ30 -EA 30-Gallon Drum* 243.0 681.00 - 851.25
DEQ55 -EA 55-Gallon Drum* 4350 1,199.00 - 1,474.80
DEQ27 -EA 275-Gallon Tote* 2089.0 5.967.50 - 7.340.05
Premium API CJ-4 Synthetic 15W-40 Diesel Oil

DMEQT -EA 1 Quart 6.55 - 8.55
DMEQT -CA 12 Quarts 252 74.85 6.24 101.05
DME1G -EA 1 Gallon 8.0 25.80 - 33.55
DME1G -CA 4 Gallons 32.0 98.20 24,55 132.60
DMETP -EA (1) 2.5-Gal, Bottle 19,5 63.40 - 81.30
DMETP -CA (2) 2.5-Gal, Bottles 39.0 120.75 60.38 160.60
DME30 -EA 30-Gallon Drum* 242.0 669.00 - 836.25
DMES55 -EA 55-Gallon Drum* 453.0 1,177.00 - 1,447.75
DME27 -EA 275-Gallon Tote* 2089.0 5.857.50 - 7.204.75
Series 3000 5W-30 Synthetic Heavy Duty Diesel Oil

Long service-
gines. Also engineered for all gasoline engines recommending API SL specifications, including turbo-charged
vehicles. Provides superior wear protection and fuel efficiency compared to conventional oils. Premium syn-
thetic base oils and additives with 12 TBN chemistry resist oil breakdown from heat, blow-by chemicals,=
acids and oxygen. Improves cold-temperature starting.

ife oil. Engineered for pre-2007 on-road diesel engines and all model-year off-road diesel en-

ST10 13S31a NNIN3Hd

(72}
m
=
&
Stock  Unit of Wi. Wholesale Cost Min. Sugg. ¢
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail,ea. ©
Series 3000 SAE 5W-30 Synthetic Heavy Duty Diesel Oil 8
HDDQT -EA 1 Quart 2.1 8.00 -- 10.40 o
HDDQT -CA 12 Quarts 24.8 91.35 7.61 123.35 o
HDD1G -EA 1 Gallon 8.0 31.60 -- 41.00 ¢p
HDD1G -CA 4 Gallons 32.0 120.20 30.05 162.30 m
HDDTP -EA (1) 2.5-Gal. Bottle 19.6 77.85 -- 9960 ™
HDDTP -CA (2) 2.5-Gal, Bottles 39.2 148.25 7413 197.20 ©
HDD30 -EA 30-Gallon Drum* 243.0 834.00 - 1,04250 =
HDD55 -EA 55-Gallon Drum* 439.0 1,479.50 -.- 1.819.80
HDD27 -EA 275-Gallon Tote* 2118.9 7,370.00 -- 9,065.10

nthetic 15W-40 Heavy Duty Diesel Oils
Engineered for pre-2007 on-road diesel engines and all model-year off-road diesel engines. High 12 TBN
controls acids from combustion blowy-by and EGR. High levels of detergency and dispersancy additives
control soot thickening, oxidation and wear. Resist bore polishing, deposit formation and ring sticking. Pro-
vide clean engine performance. Extended drain capabilities reduce downtime and motor oil expenses.

Stock  Unit of Wt. Wholesale Cost Min. Sugg.
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
SAE 15W-40 Synthetic Heavy Duty Dlesel and Marine Motor Oil E
AMEQT -EA 1 Quart 2.1 6.10 - 790 »
AMEQT -CA 12 Quarts 24.9 69.30 5.78 93.60 E
AME1G -EA 1 Gallon 8.0 23.85 - 31.05
AME1G -CA 4 Gallons 32.0 90.80 22.70 122.60 9
AMETP -EA (1) 2.5-Gal. Bottle 19.6 58.55 - 7515 =
AMETP -CA (2) 2.5-Gal, Bottles 39.1 111.50 55.75 14830 =<
AME30 -EA 30-Gallon Drum* 244.0 613.50 - 766.90 ©
AMEbS5 -EA 55-Gallon Drum* 441.0 1,075.25 - 1,322.60 _m
AME27 -EA 275-Gallon Tote* 2102.2 5,348.75 - 6.579.00 ‘n’{
SAE 15W-40 Synthetic Blend Heavy Duty Diesel Oil -
PCOQT -EA 1 Quart 2.1 525 - 685 ©
PCOQT -CA 12 Quarts 249 59.85 499 80.80 =
PCO1G -EA 1 Gallon 8.0 20.55 - 2680 @
PCO1G -CA 4 Gallons 32.0 78.20 19.55 105.60
PCOTP. -EA (1) 2.5-Gal. Bottle 19.6 50.30 - 64.70
PCOTP. -CA (2) 2,5-Gal, Bottles 39.1 95.75 47.88 127.35
PC030 -EA 30-Gallon Drum* 244.0 519.00 - 648.75
PC055 -EA 55-Gallon Drum* 441.0 902.00 - 1,109.50
PC027 -EA 275-Gallon Tote* 2122.2 4,482.50 - 5.513.50

**Product cannot be shipped air freight or parcel post.
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Worldwide Performance Diesel Oil
Specifications: Exceeds both 10W-30 multi-grade and SAE 30 straight-grade viscosity requirements. Engineered for pre-
 API CI-4+/CF/CF-2, SL 2007 on-road diesel engines and all model-year off-road diesel engines. Also recommended for gasoline
e Global DHD-1 engines requiring API SL or previous specifications. Excellent for heavy equipment and personal vehicles.
 ACEA A3/B3, E2, E3, E5 Stock  Unit of Wt. Wholesale Cost Min. Sugg.
* JASO DH-1 No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
© Mack EO-N+ ‘03 SAE 10W-30/SAE 30 Synthetic Heavy Duty Diesel Oil
* Detroit Diesel 93K214 ACD1G -EA 1 Gallon 23 85 - 31.05
* Caterpillar ECF-1-a, ECF-2|  ACD1G  -CA 4 Gallons 32 4 90.80 22.70 122,60
© Summins 20078,20077, | ACD30  -FA 30-Gallon Drum* 244,0 613.50 - 766,90
e Volvo VDS-3 n Drum* 441.0 1.075.25 - 1,322.60
VDS-2 ! ACD27 -EA 275 Gallon Tote* 2120.0 5.348.75 - 6,579.00
o Diamler-Benz Severe Gear® Synthetic EP Lubricants
YYB 228.1, Specifically engineered for high-demand applications, including trailer towing, heavy hauling, 4X4 off-road
228.3,229.1 driving, commercial use and racing. Superior lube film strength combined with extra additives protects gears
e MTU Type 2 and bearings from scoring and wear. Resist high heat and possess excellent cold-flow properties. Outper-
e MAN 3275 form all conventional gear oils. Recommended for all types of vehicles including turbo-diesel pickups, SUVs,
- autos, trucks, heavy equipment and motor homes. Compatible with most limited-slip differentials.
Performance Stock  Unit of Wt. Wholesale Cost Min. Sugg.
Specifications: No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
e APl GL-5/MT-1 Severe Gear SAE 75W-90 Synthetic Gear Lube
o MIL-PRF-2105E SVGQAT -EA 1 Quart 2.0 9.85 - 12.75
o Mack GO-J SVGQT -CA 12 Quarts 245 112.35 9.36 151.70
o Dana SHAES 234 SVG05 -EA 5-Gallon Paijl 38.8 182.25 - 242.40
Eaton PS-037 SVG16 -EA 16-Gallon Keg* 131.0 575.20 - 736.30
SVG30 -EA 30-Gallon Drum* 241.0 1.038.00 - 1.297.50
SVG55 -EA 55-Gallon Drum* 432.0 1.848.00 - 2,273.05
Severe Gear SAE 75W-110 Synthetic Gear Lube
SVTQT -EA 1 Quart 10.60 - 13.70
SVTQT -CA 12 Quarts 25 2 120.75 10.06 163.05
SVT05 -EA 5-Gallon Paijl 40.0 196.25 - 261.05
SVT16 -EA 16-Gallon Keg* 132.0 620.00 -.- 793.60
SVT30 -EA 30-Gallon Drum* 244.0 1.122.00 - 1.402.50
SVT55 -EA 55-Gallon Drum* 437.0 2,002.00 -- 2,462.50
Severe Gear SAE 75W-140 Synthetic Gear Lube
SVOQT -EA 1 Quart 11.70 -- 15,15
SVoQT -CA 12 Quarts 24 7 133.65 11.14 180.45
SV005 -EA 5-Gallon Paijl 39,2 217.75 - 289.65
SV016 -EA 16-Gallon Keg* 132.0 688.80 - 881.70
SV030 -EA 30-Gallon Drum* 244.0 1.251.00 - 1.563.75
SV055 -EA 55-Gallon Drum* 437.0 2,238.50 - 2,753.40
SV027 -EA 275-Gallon Tote* 2131.0 11,165.00 - 13,732.95

Performance
Specifications:
e APl GL-5

Severe Gear® Heavy Viscosi

SEVERE GEAR® SYNTHETIC GEAR LUBES

Synthetic Gear Lubes
Engineered specifically for the demands of severe racing conditions. Recommended for off-road truck
racing, rock racing, rock crawling, tractor pulling, funny car racing and dragster racing applications that
require heavier-viscosity gear lubricants. Formulated with shear-stable, heavy synthetic base oils for high
film strength and extra heavy treatments of additives. Provide improved flow over conventional oils, reducing
viscous drag and power loss. Engineered for high-horsepower, high-torque conditions where centrifugal gear
lube sling-off is encountered. Tenacious formulations cling to gears and bearings for maximum protection
during shock loading, high G-forces and where pinion gears are installed at steep angles.
Wt.

Stock  Unit of Wholesale Cost Min. Sugg.
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
Severe Gear SAE 190 Synthetic Gear Lube
SRNQT -EA 1 Quart 2.1 11.05 - 14.30
SRNQT -CA 12 Quarts 25.1 126.00 10.50 170.10
SBRN05 -EA 5-Gallon Pail 39.9 205.00 -0 272.65
SRN16 -EA 16-Gallon Keg* 134.1 648.00 -- 829.45
SRN30 -EA 30-Gallon Drum* 247.4 1,174.50 - 1,468.15
- - n Drum* 4439 2.098.25 -0 2.580.85
SRN27 -EA 275-Gallon Tote* 21440 10,463.75 -- 12,870.45
Severe Gear SAE 250 Synthetic Gear Lube
SRTQT -EA 1 Quart 2.1 11.05 -- 14.30
SRTQT -CA 12 Quarts 25.2 126.00 10.50 170.10
SRT05 -EA 5-Gallon Pail 40.0 205.00 -- 272.65
SRT16 -EA 16-Gallon Keg* 1345 648.00 -- 829.45
SRT30 -EA 30-Gallon Drum* 2482 1,174.50 - 1,468.15
- - n Drum* 4454 2.098.25 -- 2.580.85
SRT27 -EA 275-Gallon Tote* 2151.9 10,463.75 -0 12,870.45

*Not stocked in all distribution centers. Call for availability.

**Product cannot be shipped air freight or parcel post.
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Performance

* API GL-5/MT-1

e MIL-PRF-2105E

e Mack GO-J+

e Dana SHAES 256
(Eaton PS-163)

Specifications:

Performance

e API GL-5/MT-1

e MIL-PRF-2105E

e Mack GO-J

e Dana SHAES 234
(Eaton PS-037)

Specifications:

Performance

* API GL-4, GL-5
» SAE 75W/80W-90

Specifications:

*Not stocked in all distribution centers. Call for availability. 9

order online @ www.amsoil.com

Long Life Synthetic Gear Lubes

Specifically engineered for extended drain intervals up to 500,000 miles as set by equipment manufacturers
for over-the-road trucks and heavy equipment. Provide long life in passenger cars and trucks. Protect against
wear and improve equipment life. Excellent all-season performance. Outperform all conventional gear oils.
Compatible with most limited-slip differentials.

Stock  Unit of Wi. Wholesale Cost Min. Sugg.
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
SAE 75W-90 Long Life Synthetic Gear Lube
EGRQT -EA 1 Quart 2.1 8.30 - 10.75
EGRQT -CA 12 Quarts 25.0 94,65 7.89 127.80
EGR1G -EA 1 Gallon 8.1 32.65 - 42.35
EGR1G -CA 4 Gallons 32.3 124.20 31.05 167.70
EGR05 -EA 5-Gallon Pail 39.7 152.75 - 203.20
EGR16 -EA 16-Gallon Keg* 131.0 480.80 - 615.45
EGR30 -EA 30-Gallon Drum* 241.0 861.00 - 1.076.25 ©
EGR55 -EA 55-Gallon Drum* 432.0 1,523.50 - 187395 2
EGR27 -EA 275-Gallon Tote* 2133.0 7.590.00 - 933570 @
SAE 80W-140 Long Life Synthetic Gear Lube =
EGOQ5 -EA 5-Gallon Pail 40.0 149.50 - 198.85 ﬂ
EGO16 -EA 16-Gallon Keg* 135.0 470,40 - 60215 o
EGO30 -EA 30-Gallon Drum* 249.0 841,50 - 1,051.90 m
EGO55 -EA 55-Gallon Drum* 446.0 1,487.75 - 1,82995 »
EGO27 -EA 275-Gallon Tote* 2154.0 7.411.25 - 9,11585 &
nthetic 80W-90 Gear Lube E
High-quality replacement for applications specifying SAE 80W-90 conventional gear lube. Synthetic con-ﬁ

struction provides improved cold-flow properties, high viscosity index and heat resistance. Contains an over-
treat of high-quality additives, exceeding the minimum standards. Provides excellent wear protection and
long equipment life.

(7]

Stock  Unit of Wi. Wholesale Cost Min. Sugg.
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
SAE 80W-90 Synthetic Gear Lube

AGLQT -EA 1 Quart 2.1 7.10 - 9.20
AGLQT -CA 12 Quarts 252 80.70 6.73 108.95
AGL1G -EA 1 Gallon 8.1 27.75 - 36.05
AGL1G -CA 4 Gallons 32.4 105.60 26.40 142.60
AGL05 -EA 5-Gallon Pail 39.8 129.50 -- 172.25
AGL16 -EA 16-Gallon Keg* 133.9 406.40 - 520.20
AGL30 -EA 30-Gallon Drum* 2440 721.50 -- 901.90
AGL55 -EA 55-Gallon Drum* 4410 1,267.75 - 1,559.35
AGL27 -EA 275-Gallon Tote* 2141.2 6.311.25 - 7.762.85

Universal Synthetic Marine Gear Lube

Provides true marine gear performance. Contains a stable extreme-pressure additive package that provides
superior protection from shock loading. Resists foam and retains extreme-pressure qualities, even when
subjected to 10 percent water contamination. For use in outboard lower units, stern drives, V-drives, bow and=

tunnel thrusters and marine transmissions requiring and SAE 75W90 or 80W-90 lube meeting either GL-4 or;
GL-5 performance standards. Excellent for use in ATV applications. 1
Stock  Unit of Wt. Wholesale Cost Min. Sugg. E
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea. P
SAE 75W/80W-90 Universal Synthetic Marine Gear Lube m
AGMTB -EA (1) 13-0z. TUBE 1.2 535 - 710 »
AGMTB -CA (6) 13-0z, TUBES 74 30,39 5.07 4195 B
AGMQT -EA 1 Quart 2.1 7.40 -- 965 E
AGMQT -CA 12 Quarts 252 84,45 7.04 114.05 '5
AGMOQ5 -EA 5-Gallon Pail 39.8 135.75 -- 18055 m
AGM16 -EA 16-Gallon Keg* 1339 426.40 - 545.80
AGM30 -EA 30-Gallon Drum* 244.0 759.00 - 948,75
1,336.50 -- 1,643.90

AGM55 -EA 55-Gallon Drum* 441.0

Formulated with advanced friction modifiers. Designed to eliminate gear-housing chatter in cars, trucks andgp
SUVs equipped with limited-slip, positraction and locking differentials. Formulated for use with both syn-E=

thetic and petroleum gear lubricants and safely replaces manufacturer-recommended friction modifiers. v
Stock  Unit of Wt. Wholesale Cost  Min. Sugg. -
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea. ©
Slip Lock Differential Additive 2
ADATB -EA (1) 4-0z, Bottle 0.3 5.80 == 7.70
ADATB -CA (12) 4-07, Botiles 39 66.00 5.50 91.10

**Product cannot be shipped air freight or parcel post.
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Performance

Specifications:

e GM DEXRON® Ill-H

e Ford MERCON® & MERCON V

e Chrysler ATF+4°

» Toyota Type T-1ll & T-IV

e Honda Z-1 (not CVT)

e Diamond SP Il & Il
(Misubishi/Hyundai/Kia)

e Mazda ATF-IIl, ATF-MV

e Subaru ATF

e Nissan Matic D, J & K

e Idemitsu K-17

e BMW LA2634

e LT 71141

* Audi G-052-025-A2 & G-
052-162-A1

* Volvo 97340

e MB 236.1, 236.2, 236.5,
236.6, 236.7, 236.9 &

o NA

o ETL-7045E, ETL-8072B &
N402

o Vioith 55.6335.XX (G607,
61363)

 ZF TE-ML 03D, 04D, 09, 14A,
148, 14C, 16L, 17C
J i -

A

¥ 1| Improves efficiency and typically reduces operating temperatures by as much as 50°F. Excellent for
e

Synthetic Universal Automatic Transmission Fluid
Recommended for most automatic transmissions. Helps eliminate confusion and mis-applications, and
lowers inventory requirements. Delivers maximum protection and is excellent in demanding environ-
ments such as towing, hauling or commercial use. Lasts longer than conventional oil for extended drain
intervals. Saves time and costly maintenance expenses. Superior hot- and cold-weather performance.

power steering units that use ATF.

Stock  Unit of Wt. Wholesale Cost Min. Sugg.
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
Synthetic Universal Automatic Transmission Fluid
ATEQT -EA 1 Quart 2.0 7.50 -0 9.75
ATEQT -CA 12 Quarts 24.0 85.65 714 115.65
ATF1G -EA 1 Gallon 7.9 29.60 -- 38.45
ATF1G -CA 4 Gallons 31.4 112.60 2815 152.05
ATFTP -EA (1) 2.5-Gal. Bottle 19.3 72.85 -- 93.30
ATETP -CA (2) 2.5-Gal, Botfles 38,5 138.75 69.38 184,55
ATF16 -EA 16-Gallon Keg* 129.5 439.20 - 562.20
ATE30 -EA 30-Gallon Drum* 234.0 777.00 - 971.25
- - n Drum* 4230 1,375.00 - 1,691.25
ATF27 -EA 275-Gallon Tote* 2066.4 6.847.50 -- 8.422.45

Performance Synthetic Fuel Efficient Automatic Transmission Fluid
S&eclflcatlons: Fuel-efficient formulation engineered to exceed the requirements of GM, Ford and Toyota where low-vis-
Pl it el cosity oil is required. Exceptional hot- and cold-temperature performance with a -63°F pour point. High film
 Toyota WS strength and a select anti-wear/extreme-pressure additive package for outstanding wear protection. Delivers
outstanding clutch-holding capacity, torque-transfer ability and anti-shudder properties.
Stock  Unit of Wt. Wholesale Cost Min. Sugg.
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
a Synthetic Universal Automatic Transmission Fluid
=] ATLQT -EA 1 Quart 2.0 7.50 - 9.75
E.' ATLQT -CA 12 Quarts 24.0 85.65 714 115.65
= ATLTP -EA (1) 2.5-Gal, Bottle 19.5 72.85 - 93.30
o) ATLTP -CA (2) 2.5-Gal. Bottles 39.0 138.75 69.38 184,55
g ATL30 -EA 30-Gallon Drum* 237.0 777.00 - 971.25
2] ATL55 -EA 55-Gallon Drum* 4240 1,375.00 - 1.691.25
N R A A PR gl Synihetie Manuay Synotyomesh, Transmizston Fiu
| LOWIT oS ) ) ; ) Specifically designed for manual transmissions and transaxles with syn-
E .maﬁ;g%ﬁemm’m’mm’m3m (6 Vehictes) & TR3450 |1 onizers. Formulated with advanced additive technology to provide
j=|* GM Part #12345349, #12345577, #12377916 & #105931 proper friction characteristics for smooth shifting without grinding or
o Chrysler Part #4874464 & #4874465 bump-shifting while providing maximum gear and bearing protection. Out-
° GM Specs #9985648, #9986105 & #9985535 performs motor oils commonly used for manual transmissions. Protects
5 %’g_ﬂ:’f}’:}:gfw'%if“fa;"s's‘“7 at extreme temperatures from -40°F to 300°F. Possesses outstanding anti-
wear and anti-foam properties and is non-corrosive to yellow metals.
Stock  Unit of Wt. Wholesale Cost Min. Sugg.
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
Synthetic Manual Synchromesh Transmission Fluid
MTEQT -EA 1 Quart 2.1 8.30 - 10.75
MTEQT -CA 12 Quarts 24.7 94,65 7.89 127.80
MTFQ5 -EA 5-Gallon Pail 39,2 153.75 - 204.50
MTE5S5 -EA 55-Gallon Drum* 4359 1,540.00 - 1.894.20

Synthetic Manual Transmission and Transaxle Gear Lube

Designed to meet the requirements of certain manual transmissions and transaxles. Provides improved inter-
nal component protection. Formulated with extreme-pressure additives and advanced synchromesh quali-
ties that provide smooth shifts while protecting bearings, gears and seals. Non-corrosive to yellow metals.

ecommended for use in or as a replacement for the following:
o APl GL-4/MT-1, ZF TE-ML 02B, 16A, 17A, 19A and MAN 341 MI.
o s hronized manual transmissions and transzxles that require 75W-85, 75W-90 or 80W-90 API GL-4 Gear Lube
4500 Transmissions
o GM Part #12346190
o Chrysler Part #4874459
o ch sler Spec MS-9070
in Acura ndai, Inﬁmil a, Land Rover, Lexus, Mazda, Mitsubishi-Fuso and Zetor models requiring GL-4
o 'I'remec TR3550 (Ch Ier) and T5! 6 (Dodge SRT-10 truck & Viper)
* Gear Vendors Gear

Stock  Unit of Wt. Wholesale Cost Min. Sugg.
No. Measure Pkg/Size Lbs., ea. Cost, ea. Per Unit Retail, ea.
SAE 75W-90 Synthetic Manual Transmission and Transaxle Gear Lube

MTGQT -EA 1 Quart 2.0 9.95 - 12.85
MTGQT -CA 12 Quarts 24.6 113.25 9.44 152.90
MTGO05 -EA 5-Gallon Pail 38.9 184.75 -- 245.75
MTG55 -EA 55-Gallon Drum* 4333 1,881.00 -0 2.313.65

*Not stocked in all distribution centers. Call for availability. 10 **Product cannot be shipped air freight or parcel post.



